










Valve models used in the mining industry:

 DAV-C - Air Release & Vacuum Break Valves,  
 for corrosive fluid networks (Sea Water and Mining)

DAV-C valves are made to resist corrosion caused by various 
liquids in mines, desalinization plants, and the chemical industry. 
The DAV-C is supplied at PN16 (rated 230psi), PN25 (rated 360psi) 
and PN40 (rated 580psi).

Specifications

Nominal sizes 2” / 50mm to 6” / 150mm
Pressure rating PN16 (230psi), PN25 (350psi), PN40 (580psi)

Minimal pressure for drip-tight sealing 0.2 bar (3psi)
Max. Temperature 65°C (150°F)

 DAV-C-SA - Surge Arresting Device for DAV valves

Features
Surge Arresting•	  – Automatically prevents water hammer 
associated with operation of air release valves.
Optimum Performance•	  – Air outlet can be adjusted according   
to surge analysis results, on site to a required aero-dynamic   
performance. The SA addition is assembled on user selected   
valves only (at local high elevated points). The flow through 
other valves remains unrestricted.



Applications:

Pressure Reducing valve

Pressure Sustaining valve, pipes flushing

Control of media filters

Electric valve, controlled locally

Pressure Reducing valve, remotely-controlled

High pressure, electrically-controlled, corrosion 
resistant valve

Corrosion-resistance safety valve, air and butterfly 
valves
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DOROT AUTOMATIC CONTROL VALVES

Founded in 1946, DOROT is a leading developer, manufacturer and marketer of a wide
range of superior quality control valves. DOROT’s experienced Research & Development
Dept. has a long tradition of generating innovative solutions for the application of
water control systems. These include: waterworks distribution networks, sewage and
effluent disposal, fire protection, mining and irrigation systems.

DOROT’s commitment to excellence begins with using the highest quality materials.
The company’s engineering experts are constantly working to provide customers with
a broad range of valve patterns and sizes in a wide variety of metals and grades including:
Cast Iron, Ductile Iron, Cast Steel, SST, Bronze, Marine Bronze, Polyamide and P.V.C.

The experts at DOROT custom-design each valve application according to specific control
requirements. Most of the production process, which includes machining and coating,
takes place in modern in-house facilities.
Before leaving the factory, each product is hydraulically tested. An advanced testing
laboratory simulates the anticipated field conditions.

With distribution in more than 70 countries world-wide, a key component of the DOROT
difference is its outstanding customer service. This includes field assistance, technical
advice, training programs and follow-up consultations.

It is all of these factors that make DOROT a leader in fluid control technology and
customer satisfaction.




